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PLEASE READ ALL INSTRUCTIONS BEFORE USE!

ReptiHatch Pro Advanced Reptile Egg Incubator
The ReptiHatch Pro Cabinet Incubator you have purchased is the most advanced microprocessor controlled incubator for reptile eggs. It is
also the only incubator specifically manufactured for hatching reptile eggs and includes precise humidity control thus eliminating the need
for closed top incubation containers (such as Tupperware w/ lids). The ReptiHatch Pro precisely regulates the entire incubation environment.
Temperature and humidity sensors with advanced monitoring control the environment, 24/7, for precise reptile egg incubation. Each and
every ReptiHatch Pro reptile egg incubator is fully calibrated & tested using very expensive calibration equipment.

The ReptiHatch Pro cabinet incubator is easy to operate and incorporates a low water alarm in the event the humidity tray needs to be
refilled. The technical base for this unit is the latest, state-of-the-art, dual microprocessors with thermo-electric heating and an evaporative
humidity system with electronic discharge. This allows the incubator to maintain temperatures between 60° F and 102° F with +/- 1° F
accuracy. Relative humidity can be controlled to within 1% accuracy between 50% and 95%. The unit will maintain correct temperature
when the ambient room temperature is at least 5° F lower than your desired incubation temperature. The entire incubation chamber air is
slowly circulated for even distribution of temperature and humidity. 24 hours a day a small amount of fresh air exchange from the outside is
provided (no need to open the door for daily air exchanges). Although rare, remember that certain temperature & humidity combinations are
not found in nature and this incubator cannot perform such functions. (An example is 60° F with 95% humidity). In nature you will find that
very high humidity is only found with higher temperatures. In Nature and the ReptiHatch Pro, generating very high humidity such as 95%
causes temperature to go up beyond very low temperature ranges. With desert species, you can also find lower humidity levels with higher
temperatures, the incubator easily performs these combinations. Two internal digital thermostat and humidistat microprocessors enable
setting the temperature or humidity to your desired values. The incubator is manufactured with special thermo-plastics for great insulating
capabilities.

Unpacking your Incubator:
Carefully unpack your incubator and avoid making deep cuts while opening the boxes. Your incubator is double boxed and we recommend
keeping both boxes and all packing material in the unlikely event your unit ever requires service. Shipping by any other means can cause
damage to your incubator.

Operating Location for Incubator:
The incubator is insulated very well, however outside (ambient) room temperatures can have an influence on the temperature inside the
incubator. The “ambient” temperature always needs to be at least 5° F below the desired incubator operating temperature. Place the
incubator in a dry location. Avoid direct sunlight! Be sure to always use a grounded electrical outlet and it is recommended to use a good
quality power surge protector since the incubator contains dual microprocessors. A good electrical strip protector designed for computers
will work quite well. We also recommend a good book or that you obtain adequate knowledge on incubating the species of reptile
eggs you have.

Place Incubator on water condensation tray:

Choose the location for operation & place the condensation tray under the front portion of the incubator as shown.
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Incubator Power:
The incubator is powered by 110-120 volts AC (with grounded plug) that allows operation from your 120 volt AC wall socket. For use with
220 Volt foreign power systems an inexpensive voltage down converter is required.

Turning the Incubator On:
Plugging the unit in begins operation. There is no on/off switch. Read all set up instructions to follow.

Operate with desired settings for 12 hours before placing eggs inside incubator:
To begin incubation follow all instructions included and leave the incubator on for 12 hours. Operation for 12 hours will allow the incubator,
new water and new substrate to maintain their proper temperature & humidity before placing your delicate eggs inside.

ReptiHatch Pro Operation (Setting Temperature & Humidity):


